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l]rmRTAl{T ilr08itATto}l
DHHS Cerlification
Thl3 Alari SLM804 Lasor Prlnt6r has been certlllod aa a Class 1 leser product undor the
U.S. Deparlment ol H€alth and Human Sorvlc6s'(0HHS) Radiatlon Perfomance Standard
$iebllshad in th€ Redlatlon Conlrol for Health and Salety Acl of 1968. This means that
the prlnler does not produce hezerdous laser redlatlon.

Slnce rediation omlttod inside tho printer i! complotely confined wllhln lh€ protectlve
housinOs and oxtornel cov6rs, the laser beam cannot escape from the machine during
any phes€ ol user op€ration.

FCC llolice and Waning
The Atarl SLM804 Laser Prlnter uges and produces radio-frequgncy energy. lf noi inslell6d
and operaled accordlng to th6 lnstructions ln lhig fianual, the oqulpment may causo
lnlerference wilh radio communlcailons. This oqulpment is ceriilied to comply vrllh tho
llmits tor a Clssg A computinO dovlce, pursuant to Subpart J ol Pan 15 of the FCC rulo3.
Th€se rul€s ar€ d6lgnod to provide reasonable protection from Intorlorence when the
€qulpm6nt i9 ug€d ln a comm6rclal s6lllng. Howev6r, thore is no 0uarantee thal lnl6rfer-
onc6 will not occur ln a partlcular lnstallation. Operatlon ol this 6qulpmenl in a roslden-
llal area 13 likely to caose such lnlederenco, and the us€r, at his or h6r own expen96, will
b€ requir6d to tak6 whatever moasure3 are necessary io correct lho lnl6rfer6nce.

ln satistaction of F€deral Communicalions rogulations, this laser printer includes an Alari
shlelded cable to mlnlmlze Inlorference wilh old6r elocironic d€vices. Uso ol lhis d6vic6
wlthout an Atarl shleldod cabl6 or its oquivalent ls prohibiled. Replacement cabl63 are
avallable throuoh your Atari dBaler

Please ilote
Ev€ry etfort has b€€n mad€ lo €nsur€ the accuracy ol the product documentation ln lhis
menual. However, b€cause Atarl Corporation is constanlly improvlng and updatlno ll8 com'
pulor hardwaro end software, it is unable toguarantee lhe accuracy ol print€d matoriel atler
lhe dete of publicalion and disclalms llability lor changss, errors, or omissions.

arABl, SLM8o,|, SLMC8O4, and ST are lrademarks or reoisterod tradomarks ol Atarl Corpora-
tion. GEM ls a trademark o, Dioltal Rosearch lnc.

Reproduction ol this docum€nt or any porlion ol ils conlents is not allowed wlthout the
spocific wrltt€n consent of Atarl Corporation.

/I|\ATARI"
Copyrlght O 1987, Atarl Corporalion
Sunnyvale, CA 94086
All rlohts rosorved.
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lilTRoDUCrfloil
Wehome t0 the Aari SLM804 Laser ftinter
The Atari SLM804ru Laser Printer works with your Atari ST Computer
to bring you one of the most advanced and versalile laser prinling
systems on the market today. For desktop publishing or writing the
simplest letter, the Atari SLM804 Laser printer detivers near typ-eset-
quality text and graphics quickly and sasity.

Using the Manual
Operating the laser printer is not diflicult, especia y if you tearn to
use il correclly. This manual is designed to assisl you, whether
you're a compuler novice or seasoned expert. lnformation in the
manual progresses lrom setting up and working wilh the printer to
regular mainlenance and troubleshooting. Beading the manual
thoroughly from beginning to end will help you take lull advantage
of your laser printer's capabilities.

SLM804 Laser Printer owners living in the United Kingdom should
refer to Appondlx E for additional instructions when connecling
their system.

The manual's contents are outlined below:

Chapter 1: Sstting Up explains how to set up the prinler, install its
parts and accessories, and connect it to your computer.

Chapter 2: Working with the Prlnter contains important information
about operating your new printer, including how lo load paper and
how to interpret lhe printer's control panel.

Chapter 3: Regular Malntenanc€ explains the important regular
maintenance procedures you must psrform on your printer to keep
it in top operating condition.

Appendix A: Troubleshootlng lists a few problems you may
encounter whlle setlhg up or operating your prinler and offers
simple solutions.

Appendlx B: Addresslng More Than One DMA D€vice describes
how to connecl more lhan one laser printer to your computer system.

Appendlx C: SLMCSOI Controllor Command Summary details the
SLMCSO4TM Conlroller's command set and is supplied for
advanced users.
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Appendlx D: Speclflcatlons lists the printer's technical specilications.

Appendlx E: Power Connectlon ln the Unlted Klngdom provides
additional set-up instructions for SLM804 Laser Printer owners
living in the United Kingdom.

lnd6x helps you locate terms or procedures used or explained in

the manual.

Customor Support tells where to find lurther intormation about the
Atari SLM804 Laser Printer.

Paragraphs marked \Ahmlng or Note appear throughout the manual.
Warnings alert you to potential problems and suggesl ways to avoid
them. Notes contain uselul hints and information.
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CHAPTEB I
SETTI]IG UP
This chapter explains how to set up your new Atari SLM804 Laser
Printer. Read and follow the inslructions carefully. The printer does
not come fully assembled; you must install many o{ its working parts.

lf you haven't done so already, unpack the printer following the
unpacking instruclions lound in the carton.

Ghoosing the Bight Working Environment
Your new Atari SLM804 Laser Printer is composed of sophisticated
and sensiiive eleclronic, electrophotographic, and mechanical
devices. Thererore, it is imperative that you choose the right work-
ing environment lor your printer. Avoid places that would expose
the printer to dust, grease, extreme temperatures, direct sunlighl,
or high humidity. Make sure that the site you choose is well venti-
lated. An environmenl considered suitable for your compuler
system will also work well lor your laser printer. Always place the
printer on a firm, level surface. And always turn otl the printer
when it is not in use.

Note: For an exact specilication ol ambient environmental condi-
tions, see Appondlx D, Spociflcations. For a listing of additional
imporlant environmenlal conditions, see Other Precautlonary and
Preventive Measures in Chapter 3.

Now that you've positioned lhe printer, it's time to install its parts
and accessories,

Installing the Toner canridge
Toner is a fine, black powder that is used to lorm ths prlnted
characters on the paper. The loner carlridge contains the loner.
The toner hopper holds the toner in readiness for printing.

When you install the toner cartridge, and whenever you replace
toner, avoid getting the powder on your hands and lace. Wash
your hands thoroughly arter installing the loner cartridge.



3.

To install the toner cartridge in the hopper, lollow these sleps:

1. Locate the toner cartridge and the toner hopper packed inside
the accessories assembly. Remove lhe cartridge and the
hopper from their plastic bags. For now, leave the clear plastic
tab taped to the top of the carlridge.

Toner Hopper

Uslng both hands, hold the toner carlridge label-side up and shake
it gently lrom side to side (not up and down) a few times.

Place the toner hopper in lront of you so that ils cavity is right-
side up and its melal rods are farthest lrom you.

Place the toner cartridge label-side up into the hopper. The clear
plastic tab taped to the top of the cartridge should be on the right
side when you set the cartridge in the hopper.

Hopper Cavity

While pressing down on the top ot the cartridge, slide the two
green latches on the sides of the cartridge away lrom you. This
will lock the cartridge in place.
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Note: Replace the toner cartridge every 3,000 pages. However,
because the loner hopper is inltially empty, you will lirst need to
replace the cartridge after approximately 1,800 pages. For more
information, see The Control Pan6l in Chaptor 2 and Chaptor q
R6gular Mainlanance.

lnstafng the Drum atd Toner Hoppr
The image to be printed is formed on lhe drum by the printer's scan-
ning laser beam. Toner is then applied to the drum, and the drum
applies the toner to lhe paper. The drum and loner hopper attach to
one anolher; then both are placed in the printer as a single unit.

Warning: The drum is photosensitive. When installing the drum,
keep it away lrom direct sunlight or strong incandescent light.

To install the drum and hoppe( follow these steps:

1. Locate the drum packed inside the accessories assembly. Remove
the bubble pack from the drum. Remove lhe black plastic sheet
wrapped around the drum. To protect the drum from excessive
exposure to light, loosely drape the black plastic sheet on lop
ol the drum lrame as you work.



z
2. Attach the hopper to the drum. Set the hopper's upper rod on

the matching rest on the drum.

Upper Rod

3. Open the printer's top cover by sllpping your left hand inside the
openlng at the fronl of the prinler. Then gently pull up on the inside
latch whlle pressing lightly on the top cover with your righl hand.
Remove the black plastic sheel from the drum lrame.

Note: Save the black plastic sheet for luture use. Whenever you
remove the drum, drape the sheet on top lo protect the drum from
excessive exposure to light.
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Holding the drum by its handle, place the drum in the well toward
the back of the printer. Be sure that the drum axle flts in the two
slots on either side ol the prlnter.

Untape the clear plastic tab from the top of the toner cartridge.
Pull the tab straight out and to the right while holding the toner
cartridge top in place. This releases lhe toner into the hopper.
Make sure that you clean otf any toner lhat drops onto the
contacts below.



6. Locate the drum control at the back of the printer. S6t the control
to A, B, or C according to the labsl on the right sid6 of the drum
unit. (lgnore. the density control for now.)
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Orum Sottlng (A" B, or C)

Rlght Side of Drum 
--

Qrum Labal
(A, B, or C)

7. Close the printer's top cover.

Note: The drum musl be replaced every 9,OOO to 1O,0OO pages. A
good rule is to replace the drum every lhird tim€ you reDlacd the
toner. The drum page counter inslde the printer will tefl you when
it's time to roplace lhe drum. For more information, see bhaptgr g,
R€0ula, Malntenanco.

Tlp llum Prgc Gountcr
The drum must b€ replaced overy 9,OOO to IO,OOO pages. lnside
lh€ printer, at the front and to the lett, is the drum pa-ge counter.
The drum page counter tells you when it's me to ieptace tne
drum. Open the printer, and take a look at the count6r.
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Acces:lrp lhs Drum and Tonu Hopper
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The counter's yellow dot turns to a yellotv box at 9,000 pages. The
red dot lurns to a red box at 10,000 pages. Beyond that, tha counter
bsgins to tick otl red numerals (2, 3, 4, and so on). Never allow the
count€r to get this far. Replace the drum when the red dot turns 10
a red box or b€fore. For more lnformalion, see Chaptor q Regular
Malntenance.

Beset Button

R6d/Yellofl

Drum Pag€

There are two ways to open the top cover. One you already know:
using the front latch alone. The other method allows the drum and
toner hoppe, to drop down for easy access. You'll need lo gel to
them, for example, when replacing lhe toner or the drum. Now that
tho drum and hopper are in place, try this method.

To open the top cover and release the drum and hopper, follow
these steps:

1. Begin with the top cover closed.

^JJ



As before, slip your left hand inside the opening at the front of
lhe printer. Pull up on the inside latch while you slide the drum
release latch on the right side ol the printer with your righl thumb.
Maintain slight pressure on the top cover with the fingers ol your
right hand as you open the top cover.

3. Close the top cover.

lnstaling the Ghaning Pad

The toner is applied to the paper and lhen fused lo the paper as it
runs by the luser roller at the back of lhe printer. The cleaning pad

cleans the luser roller. You must replace the pad every time you
change the toner. For more information, see Chapter 3, Regular
Malntenance.

Warning: The luser and lhe surrounding felt-covered surlaces
inside lhe printer get extremely hot whenever power lo the printer is
switched on. You should wait al least two hours after switching the
prinler ofl before you perform any procedure near these surlaces.

To install the cleaning pad, lollow these steps:

1. Locate the cleaning pad packed inside the accessories assembly.
Bemove it from the plastic bag. Make sure lhat the white felt pad
f ils snugly in its f rame. 

---\

Z<creanrnsPad
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Open the printer's top cover without releasing the drum and
toner hopper.

Hold the cleaning pad by its white plastic tab, and place the pad
on the luser roller in the space provided at the back of the printer.

4. Close the top cover.

Note: Every so often you should check th€ cleaning pad tor exces-
sive loner residue. Between the times you replace the cleaning
pad, you can reverse the white fell pad il it has accumulated a
great deal ol excess toner.

lnslallng the ilanual-Feed Papr GuUe
The manual-feed paper guide allows you to feed single sheets of
pap€r through lhe prlnter. Whether you intend to use slngle sh€ets
or not, you must still install the manual-feed paper guide. The
printer will not operate properly wlthout it.

Fuser Roller

^JJ
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To lnstall the manual-leed paper guide, follow these steps:

1. Locate the manual-foed paper gulde packed inside the acces"
sories assombly. Remove lt lrom the plastic bag.

Manual-Fsed Pap6r Gulds

Opon the top cover without releasing the drum and loner hopper.

lnsert the manual-foed paper guide at a slighlly upward angle,
aligning it with th€ metal paper guide inside the printer. Once
posltioned, the lop ol the manual-feed paper guide should lie
flat, nearly flush against the metal paper guide.

4. Close lhe top cover.

Not€: For lnlormallon on how to load paper into the printer, see
Chapter 2, yr/orklng wlth the Prlnter.
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Gonnecting the Gontdler
The SLMC804 Controller allo$rs your ST Computer and SLM804
Laser PrintEr to communicate with one anoth€r. The printer will
nol op€rate properly without the controller.

To connect the controller to the printer and computer, lollow these
steps:

1. Locate lhe controller packed inside the accessories assembly.
Remove lts packing materials.

Mak€ sure all parts of your ST Computer system are switched otf.

Plug the cable pormanently flxed in the back ol the controller
into the port marked "Hard Disk" on the back panel of your
computer. (lf you have a hard disk drive, you must disconnect
the hard dlsk's cable lrom lhe computer whi16 you do this.)

2.

3.
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Hard Disk Port
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4. Locate lhe 37-pin printer interface cable packed inside th€
accessories assembly. Plug the female end of the interface
cable into the controller's printer port. Plug the male end into
the interface port on the back ol the printer.
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lnterlace Cable

5. lf you hav6 a hard disk drive, plug the hard disk's interface
cable into the hard disk (DMA) port on the controller.

Hard Dlsk Drive

rE--(.:l
l.@.1

C.;o0troller Hard Disk (DMA) Port

Note: ll you want to connect more than one laser prlnter to your
system, or if you hav6 an Atari hard disk drive addressed as Unit 7
in your systsm, see Appondlx B, Addressing More than One DMA
Devlc6, for important inJormation.
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Power Gonneclion
To connect the printer's AC power cord, ,ollow these steps:
1. Make sure all components in your ST CompulEr syslem are

switched off.

2, Plug one end of the power cord into the power jack on the back
panel of the printer. Plug the power cord's pronged plug into a
grounded wall outlet or power strip.

Porv8r Jack

f-,*,-
The power switch is located on the left side of the printer.
Always switch on the other components, including the printer,
belore switching on your compuler.

Polwr Sr,rrltch

Note: The printer's main power luse is located at the back of the
printer, next to the interface port. Should the printer ever fail to start
up properly, or should it shut dor/n while switched on, turn off the
printer, remove the fuse, and check it. lf the luse is burned or broken,
replace it with one ol the same type.

Wbrnlng: NEVER remove the prinler's housing. Extremely high
voltages are Jound inside.
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GHAPTER 2
WORI$IIG WITH THE PRITTER
ln order to print with your laser printer, you musl use the apprc
priate soltware. lnformation about getting your printer up and prlnt-
ing is covered ln the soJtware manual supplied with lhe printer.
This chapter covers malerial that goes beyond simply setting up
the printer-inlormation that you will use bolh before and atter
you begin prlnting. Among other things, lhis chapter shows you
how to load paper into lhe printer and how to run the test prc'
gram; it also describes and explains th€ printer's control panel
indicators. You should read this chapter thoroughly before going
on to the sortware manual.

The SLM804 Laser Printer accepts standard xerographic paper;
thal is, it accepts most "plain" paper. You can even use your
personal or businsss stationery, envelopes, and labels. You should
avoid using l00o/o cotton bond paper. For best results, use paper
made expressly for laser printing.

The prinler also accepts transparencies. However, lransparencies
with white optical stripes, those coated with sillcon lubricant, and
transparencies intended lor use with infrared copiers are not
recommended.

Ailomatic Paper Feed
The printer can feed up to 250 sheets oJ paper automatically wilh the
paper cassefie. You can also leed transparencies with lhe pap€r
cassette; but NEVER Jeed envelopes or labels using the paper cas-
sette. They will jam the automatic feed.

17 ^JJ
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To load a stack of paper for automatic feed through the printer,
follow these steps:

1. Pull the paper cassette out trom the front of the printer.

Paper Cassstts

lf the cassette does not come out easily, do not force it. Gently
pull the cassett€ out as lar as il will go, and then slip your hand in
and under the cassette opening. Feel for the cassetle feed roller
above your hand. Th€ llat side of the roller should be al your
fingertlps. lf it ls not, manually adiust the roller lo that position.

Flat€ide Down
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2. Examine the inside ol the paper cassefle. The raised markings

LTR, LGL, and A4 on the bottom ol the tray sland for letter-size
papet (8y2 x 11 inches), legal-size gaq (8y2 x 14 inches), and
A4 paper (8.3 x 11.7 inch6s), respectively. Locate the cassette
paper partitioner at the back of the tray. Move the paper parti-
tioner lo the paper size (lotter, legal, or A4) you'll be using.
lnsert the paper partitioner's posilioning tab in the appropriate
slol, making sure lhat the partitioner's ends slide between the
guides at that position on the inside of the cassette side walls.

Noto: You may have noticed the raised 85 marklng, like LTR, LGL,
and A4, on the boltom ol the paper tray. Like A4, thls designation is
an internatlonal paper standard not commonly used in the Uniled
States. BS paper is 72 x 10.1 inches (182 x 257mm). You cannot use
A4 or 85 paper with your letter/legal cassette.
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Pap€r Partliioner
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Fan the stack o, paper you intend to place in the cassette. Now
place the paper inslde lhe tray, butting the stack up against the
paper partitloner lirst, and then allowing the stack to lall in place
on top o, the tray's sprlngloaded metal plate. You may load up lo
approximately 250 sheets of paper (a halJ-ream) at one time.
Never allow the slack to exceed the red limit line on the paper
parlitioner.

4. Press dovvn on the top edge of the stack so that the two metal
claws clamp dorirn on the top shset.

,,'i/l?i'r')r",ff/

Limil Line

,+
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On the external right side ot the letter/legal cassette, toward the
rear, there is a small sliding tab. Mo/s it to the loft for lott€r-size
paper; move it lo the right for legal-size paper. The sliding tab
is lactory set to the l6ft (lettorsizs pap€r).

Noto: lf you have an A4 cassette, then you ne6d not s€t this lab.

6. Reinsert th6 pap€r casselte in the printer, g€ntly pushing it
straight in.

Xrnurl Fcod
You can also manually leed paper through lhe printer. Env6lop€s
and labels, lor instanc€, MUST be manually fed. Keop in mind that
the printer's manual le€d leature is softwar+dopend€nt. You must
s€l up the sollware that drives your print€r lor manual feed if yott
want to leed individual sh€ots ol papsr through the printer. Refer
to your sortware manual ,or details.

To leed a single sheet through the printer, lollov', these steps:

1. Remove th€ paper cassette. The Add Papor indicator on lhe
control panel should lighl up.
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2.

3.

lnstruct your software program to begin printing.

lnsert the paper in the printer through lhe manual feed slot,
maklng sure that the left edge of the paper is flush with lhe
manual-feed paper guide and that the side you wanl printed on
is faclng up. The leading edge ol the paper will be the top ot
lhe printed page.

Top of Pag6 Firsr
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Nole: Your prinler will accept manually led envelopes. However,
do not use envelopes with metal or string clasps.

Pdnting on Two Sides
As with a plain-papsr photocopier, your Atari SLM8O4 Laser printer
is capable ol printing on both sides ol a sheet of paper. When using
automatic feed, the side to be printed on faces down in the cassette,
and the top of the page is nearest the front of lhe cassette. When
using manual feed, the side to be printed on faces up as you insert
the paper, and the iop ol the page is the edge inserted into the
printer first.

To print on two sides, rollow the directions above, and lhen reverse
tho paper for printing on the second side.
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Pdnt lhnsity Gontrul
At the back of the print€r, next to the drum control, is the density
control. The density control allows you to darken or lighten the
printed characters. Move the control to the right to darken the print.
Move the control to the left to lighten the print.

The Gontrol Panel
Though most of lhe lime you'll be using your computer lo tell your
printer what to do, the printer itsell is equipped with live indicators
on ils control panel that light up when it has something to tell you.

ooEs+..i.
/i.ATARI ltrr ,-a.=e/-

a
a O Bedy
a The Ready indicator lights up when the print€r is ready to prinl.

The indioator is dark whlle the printer is warming up or when a
major eiror occurs (such as a paper iam)'
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The Wait indicator lighls up while the printer is warming up or when
a major error occurs. The indicator is dark when the printer is ready
to print.

E ldd Papr
The Add Paper indicator lights up when the paper cassette is empty
or has been removed.

8{, Cnecf PrpGr Pilr
The Check Paper Palh indicator lights up when there is a paper
iam inside the printer. This simply means that the paper has failed
to advance properly through the printer. Paper jams are generally
easy to fix: open the printer's top and back covers; than flnd and
remove the stuck sheet(s) ol paper.

Note: When you open the top cover of the printer, lhe back cover
opens slightly. To open the back cover further, pull it down.

Afler correcting the paper jam, close the top and back covers.
Once the prinler warms up (the printer automatically switches off
whenever the top or back cover is opened), the Check Paper Path
indicator should be dark. lf it isn't, check the paper path for any
jammed paper you may have missed.

.'i. iaplac-c Toner
The Replace Toner indicator Iights up when the toner cartridge needs
replacemenl (about EVery 3,000 pages). For instruclions on replac-
ing the toner carlrldoe, see Chaptor 3, Regular Malntenance.
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The Gontmller's Fmnt Pane!
The SLMC804 Controller is also equipped with two indicators on its
front panel.

a
o

,

Power
This indicator lights up whenever power to the printer is switched
on.

Eury
This indicator lights up whenever your ST Computer is sending
data to the printer.

Beady to Print Running the Test Prugram
Berore you begin any print session, you should run the test
program you received on disk. To run the test program, follow
these steps:

1. Be sure that the printer and controller are connected properly,
that the power cord to the printer is securely connected, and
that there is paper in the paper cassette.

2. Switch on all components ol your computer system, including
the printer. Always switch on the computer last. Wail two
minutes for the printer to warm up. Once the Feady indicalor
lights up, the printer has warmed up and ls ready to print.

3. lnsert the SLM804 soflware disk into drive A. With the GEM
desktop displayed, obtain a directory window ol the SLM804 disk.

4. Doubleclick on the lile TESTPRG. The disk drive will whir, and
the printer will begin to work. Soon the SLM804 test pattern will
emerge from the top of the printer. Nor/ you're ready to print.

Note: For details on installing the software to drive your Atari
SLM804 Laser Printer, refer to lhe software manual supplied with
the printer.
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GHAPTER 3
BEGU tAR ]TIAI ]ITE]{A]IGE
For a quick relerence to all regular maintenance procedures lor
the sLM804 Laser Printer, see the Malntenanc6 chocklist at the
end ol this chapler.

Replacing the loner, Res5ual-Tonel
Gontainer, and Ghaning Pad
Regular maintenance requires lhat you replace the toner cartridge
every 3,000 pages. However, because lhe tonsr hopper is initially
empty, you will lirst need to replace the cartridge arter approximatsly
1,800 pages (from then on every 3,000 pages). The Replace Toner
indicator on the printer's conlrol panel will tell you when it's time to
replace the toner cartridge.

At the same time you change the loner, you must also replace the
residual-toner container and cleaning pad. Your Atari retailer carries
the replacement toner kit, which includes a new toner cartridge,
residual-toner container, and cleaning pad.

Toner
Whenever you replace loner, avoid getting the powder on your
hands and face. Wash your hands thoroughly after installing lhe
toner cartridge.

To replace the toner cartridge, follow these steps:

1. Remove the toner cartridge from the plastic bag. For now leave
the clear plastic tab taped lo lhe top ol th€ cartridge.

2. Using both hands, hold lhe toner cartridge label-side up and
shakg it gently lrom side to side (not up and down) a lew times.

3. Open the printer's lop cover so that the drum and toner hopper
drop down.

4. Unlock and remove the old toner carlridge lrom the toner hopper.
(There is no need to remove the hopper during this procedure.)
lmmediately dispose ol the old toner cartridge.

Warnihg: The loner is electrically conductive. Never dispose ot
the loner near electrical equipmenll
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7.

Place the new tonor cartridge label€ide up in the hopper. The
clear plastic tab tap€d lo the top of the cartridge should be on
th€ rlght side when you set the cartridge in the hopp€r.

While presslng dorvn on top o, the cartridge, slids the two green
latchss on the sld6s of the cartrldge away from you. This will
lock tha cartrldge in place.

unlapo the clear plastic tab trom the top of the tonsr cartridge.
Pull the tab straight oul and to the right while holding the toner
cartridge top in place. This releases the loner into the hopper.
Make sure that you clean otl any toner that drops onlo the
contacts below.

8, Cloeo the top cover.
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As the printor prints, residual tonor is discard€d as excess. lt
collgcts in the r€sidual-toner container.

To install the now rosidual-toner contain€r, lollo theso steps:
'1. Op6n th6 top co/er withorrt releasing the drum and hopp6r.

2. Rernov€ the old residual-toner contalner. Seal it with the tapo
providod in th€ toner kit. lmmediately disposo ol the contalner.
Never rsuse the toner in th€ rosldual-tonor contaln€r.

Sasl lhls Hol€

Old Rosldlal-Td|er Contelner

Put the new residual-toner contain6r in plac6. Th€ hole at the
top of the conlainsr should b€ nearest the front ol the printer.

Noto: Th€ residual-toner conlain€r must b€ installed in order lor
the printer to op€rale.

4. Clos€ the top cov€r.
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Ghanlng Pad
To replace the cleaning pad, tollow these steps:

t^hmlng: The luser and the surrounding felt-covered surfaces
inside tho printer get extremely hot whenever power to the printer
is switched on. You should wait at least two hours afler switching ofl
the printer before you perlorm any procedure near these surfaces.
1. Remove the cleaning pad from the plastic bag. Make sure that

the white felt pad fits snugly in its frame.

2. Opsn the printor's lop cover without releasing the drum and
toner hopp€r.

3. Remove the old cleaning pad, and replace it with the new pad.

4, Close the top cover.

Ghaning the Drum and Papel Ghaqers
You should clean the drum and paper chargers every time you
replace the toner. The drum charger electrostatically charges the
drum to attract the loner. The paper charg€r electrostatically
charges ths pap€r to attract the toner.
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Ilrum Gharyer
To avoid confusion with the pap€r charger, the drum charger is
identified by a green dot. To clean the drum charger, follor/ these
steps:

1. Open the lop cover wilhout releasing the drum and hopper. The
drum charger is located in lront ol the ribbed well toward the
back ol the printer.

2. Remove the drum charger. Slide the charger to the left using its
lab, and remove the charger lrom the printer.o
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Green Alignment oot

1.
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3. Gently run the cotton swab you received with the toner kit along
the drum charger's wire. Be carelul nol lo cut or break the/wire
during cleaning.

Beplace the drum charger. Be sure that it slides securely in
place, held snugly by its harness on the leil side, and that the
green dot on the right side oI the charger matches the green
dol on the charger holder.

Close the lop cover.
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Prpr Gln4cr
To avoid conlusion with the drum charger, the paper charger is
identified by a r€d dot. To clean the paper charger, lollow th6se
steps:

1. Open the top cover, and rElease the drum and hopper. The
paper charger ls locatod in the top cover's underside.

2. Remove the paper charger by sliding the charger to the left
using lts tab.

a
t
t
t
a
o
a

Red Allgnment Dot o

Gently run tha cotton swab you received with the toner kit atong
the pap€r chargsr's wiro. Be careful not to cul or break the
wire durlng cleaning. a
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Paper Qrarger Wire
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R€plac€ th€ papor charg6r. Be suro that it snaps securely ln
place, held snugly by lts harne$ on the l€lt slde, and that the red
dot on th6 rlght sid6 ot th€ charger matches the red dot on the
charger holder.

Close tho lop cor6r.

Gleaning the Papr Path
You should cl6an the pap€r path ev6ry llme you r€placo the tofler
or whenever you notlco tonor smudges or spills lnside the printer.
To clean the paper path, tollov theEe steps:
1. Open the top cover wilhorit releaslng the drum and toner hoppor.
2. With a soft, dry cloth, cloan th€ metat ptate at ths front of the

printer and the ribbod plastic well at the back ol th6 printer.

iilstal Plato

3. Close the top cover.

t
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Ghaning the Drum/Papel Separatol
You should clean lhe drum/paper separator every time you replace
the toner or whenever you notice excess loner building up on the
separalor. The drum/paper separator is a thin, clear plastic band
located on the left underside of the drum; it separates the paper
from the drum after lhe toner is applied. To clean the drum/paper
separator, follow these steps:

1. Open the top cover without releasing the drum and toner hopper.

2. Gently run the cotton swab you received with the toner kit under
and over the separator. Be carelul not to break the band while
cleaning it.

3. Close the top cover.

Gleaning the Fuser Roller
You should clean the fuser roller every time you replace the loner.
The fuser roller ,uses the toner onto the paper.

To clean the luser roller, follow these steps:

Warnlng: The fuser and the surrounding felt'covered surfaces
inside the printer get extremely hol whenever power to the printer
is swltched on. Wait al least two hours arler switching olf the
prinler belore you perform any procedure near these surlaces.
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1. Open the top cover so that the drum and toner hopper drop down.
Remove the drum and toner hopper from the printer. Drape the
drum frame wilh the black plastic sheet you saved to protect the
drum trom excessive exposure to light.

Remove the cleaning pad. The fuser roller is located within the
cleaning pad op€nlng.

Using a soft cloth moistened with alcohol, clean ths fuser roller.
Pull up on lhe outside toner hopper belt lo advance the roller
as you clean it.

o

a

4. Close the top cover.

Gleaning the Hess Bolhr
You should clean the press roller every time you replace the toner.
The press roller advances the paper up and out of the printer.

To clean the press roller, follol, these step6:

I^hmlng: The press roller and surrounding surfaces gst oxtremely
hot wh€never porer to the printer is swltched on. You should walt
at least two hours alter switchlng the printer otf before you perlorm
any procedure near these surfaces.

1. Open lhe lop cover so that the drum and toner hopper drop down.
Remove the drum and toner hoppsr trom the printer. Drape the
drum frame with the black plastic sheet you sav6d to protect lhe
drum ,rom excessive exposure to light.
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2. Open the printer's back cover. The press roller is located behind
the spring-loaded metal paper guide. While holding down the
pap€r guide, clean tho press roller with a soft cloth moistened
with alcohol.

Press Roller

a
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,

Papor Guide

3. Close th€ back and top covers.

Rephcing the Drum, Drum Gharger,
and Papr Gharger
The drum must be replaced every 9,000 to 10,000 pages. At the same
time, you must replace the drum and paper chargers. A good rule is
to replace lhe drum every third time you replace the toner (3,000
pages x 3). The drum page count€r inside lhe printer tells you when
it's time to replacE the drum. Your Alarl relailer carries lhe drum
r€placem€nt kit, which includes a new drum, drum charger, and
paper charger.

The Drum Pago Countel
lnside the prlnter, at the front and to lhe left, is the drum page
counler. The yellow dot turns to a yellow box at 9,000 pages. The red
dot turns to a r€d box at 10,000 pages. Beyond lhat, lhe counter
begins to tlck off red numerals (2, 3, 4, and so on). Never allow the
counter lo gel this far. R€place the drum when the red dol turns to a
red box or before. O
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Alter you replace the drum, reset the drum page counter. To resel
the counter, pull the reset button foMard a bit with one finger, and
then push the button down. Once you reset the drum page counter,
the yellow and red dots should return to view.

Reset Buflon

Red/Yellow Dots

Drum Page Counter

Drum
Warnlng: The drum is photosensitive. While installing the new drum,
keep il away from direcl sunlight or strong incandescent light.

1. Remove the bubble pack and the black plastic sheet from the
drum. Drape the sheet on top ol the drum frame as you work.

2. Open the printer's top cover so that the drum and hopper drop
down.

3. Grasp the old drum by its handle; lhen remove the drum and the
hopper from the printer.

4. Remove the loner hopper lrom the old drum. Be careful not lo
upset the toner cartridge's top cover while separating the old
drum lrom the hopper.

5. Remove the black plastic sheet lrom the drum frame, and save
the sheet for fulure use. Attach the new drum to the hopper.
Holding it by its handle, place the new drum in the well toward
the back of lhe printer. Be sure that the drum axle fits in the
lwo slols on either side of the printer.
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Locate the drum conlrol at the back ol lhe printer. Set the drum
conlrol to A, B, or C according to the label on lhe right side of
the drum unit.

Drum Satting (A, B, or c)

7. Reset the drum page counter, and close the printer's top cover.

Warning: lf you fail to reset the drum page counter aller replacing
the drum, the counter's new page count will not accurately report
when you should next replace the drum.

Drum Gharyer
To avoid confusion with the paper charger, lhe drum charger is
identified by a green dot. To replace the drum charger, lollow
these steps:

1. Open the top cover without releasing the drum and toner hopper.

2. Remove the old drum charger. Slide the charger to the left
using its tab, and remove the charger from the printer.

6.

o

o
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ru
lnstall the new drum charger. Be sure that it slides securely ln
place, held snugly by its harness on the lett side, and that the
green dot on the righl side of the charger matches the green
dot on the charger holder.

Close the top cover.

Papr Charyer
To avoid confusion with the drum charger, the paper charger is identi-
fied by a rEd dot. To replace the paper charge( follow these steps:

1. Open the top cover so that the drum and toner hopper drop dotvn.

2. Remove the old paper charger by sliding the charger to the
left using its lab.

3. lnslall the new pap€r charger. Be sure that it slides securely in
place, held snugly by its harness on the lert side, and that the red
dot on the right side ol the charger matches the red dot on the
charger holder.

4. Close the top cover.

Transporting the Pilnler
Movlng the printer lrom one side oJ the room to anothel requires
no extiaordinary measures. You need only keep th€ prlnler level
and avoid iolting the unit as you move il.

Transporting the printer longer distances does, however, require
that you take some important safety measures. Most important is
that you make sure the toner cartridge is locked in place to prevent
toner spillage inside the printer. Also check to see if the residual-
toner conlainer is lull; i, so, remove and dispose oJ the container
bslore transporting the printer.

Wamlng: The toner is electrically conductive. Never dispose ol the
toner near electrical equipment.

Whenever transporting or storing your printer, always remember to
pack the unit in its original packing materials. The carton and loam
packing are specially designed to prevent damage to the printer
during shipping.
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Other Pmcautionary and Prcuentive Measures
To ensure top performance Jrom both your SLM8O4 Laser Printer and
your entire ST Computer system, follow these additlonal guidollnes:
. Always have your printer securely placed on a rirm, level surface.. Avoid dusty or greasy work areas.. Keep all components away from extreme heat or moisture.. l(eep all components out of direcl sunlight.. Do not move the components unnecessarily.. Do not switch oft the printer while it is printing. Whenever you

do swilch otf lhe printer, wait at least ten seconds belore you
swilch it on again.. Always switch ofl your syslem belore cleaning it. Clean the out-
side of the components with a soft, sllgh y damp, lint-free cloth
only. Do not use cleansers, abrasives, or solvents.. To ship or store your printer, repack lt in the original factory
packing materials.

Maintenance Ghecklist
Every 9,000-10,000 pages
. Replace drum. Reset drum page counter. Replace drum charger. Replace paper charger
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Every 3,000 pages
o Replace toner cartrldge
o Replace residual-toner container. Replace cleaning pad. Clean drum charger. Clean paper charger. Clean paper path. Clean drum/paper separator. Clean fuser roller. Clean press roller
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APPE]IDIX A
TROUBTESHOOTIl{G
lf you run into problems while connecting or operating your SLMBO4
Laser Printer, chances are lhe difliculty is a minor hitch that you can
lake car€ o, easily. This appendix descrlbes potential problems and
oullines easy solutions.

It Just tUon't thrk
Sometimes the printer iust won't work. ll your prinler doesn't
respond-for instance, it won't come on-try the following sleps:
1. Switch off all parts ol your ST Computer system. Make sure all

cable connections are correct and sscure. Make sure the
residual-toner conlainer is installed.

2. Switch the printer on. Allow the printer to warm up. Be sure the
printer's Ready indicator comes on after the printer warms up. lf
the printer's Wait indicator is still on after two minutes, contacl an
authorized Ptari Service Center.

3. Switch on all other system components. Always switch on the
comput€r last.

4. lf the printer still won't come on, it may be that the main power
tuse is blown. Make sure that the printer is switched off, and
locate the luse at the back of the printer. Ch€ck the fuse. ll the
fuse looks burned or broken, replace it with one of the same type.

5, Unplug the printer. Check the power cord for any cuts or breaks. lf
necessary replace the power cord wllh one of the same type.

Pdnt ouallty
Should you delect inconsistencies in print quality, or generally
poor print quality, here are some measurgs you can take.
1. Clean the paper path.

2. Reverse the cleaning pad.

3. Clean the drum and paper chargers. Check to see that the
chargers' wires are not broken.

4. Clean the fuser roller. Wait at least two hours after switching ofi
the printer belore cleaning the fuser roller.

5. Clsan the press roller. Wait at least two hours atter switching
olf the printer before cleaning the press roller.
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6. Check the tonsr supply. R€placo tho toner if necessary.

7. Make sure th€ drum control is sst correctly.

8. Adiust tho prlnt density conlrol.

9. Heplace th6 drum and the drum and paper charg€rs.

A HnC ]htc
Your Atarl SLM804 Laser Prlntor is design€d for low maintenance
and high rollabllity. Llke anything else electronic and mechanical,
howevgr, a lag6r printer can break down. l, you experience prob-
lems that you thlnk may be serlous, take your printer to an author-
ized Atarl Sorvice C6nter. For tho locatlon ol the nearost Atari
Sorvice Conter, contact your Aari dealer or write 10 Atari Corpora-
tion, Cusiomor Relations, P.O. Box 61657, Sunnwale, CA 94088.
Write "Servlce C€nter lnlormation" on the oulside of the envelope.
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APPE]IIIIX B
AIIDBESSIilG MORE
THA]I O]IE D]UIA DEUIGE
Your SLM804 Laser Printer communicates with the system through
the SLMC804 Controller and the DMA port (Hard Disk) on your
ST Computer: the system treats the laser printer as a DMA device.
Your ST Computer can access up to eight DMA devices. However,
to access more lhan two DMA devices, additional hardware and
software is required.

Each DMA device (laser printer or hard disk) in your system must
have a unique unit address (0 to 7). A laser printer's unit address
is determined by the printer's controller DIP (dual in-line package)
switch setting. You musl set the DIP switch on at least one of the
controllers if either of the following is true:
. You have more lhan one Atari SLM804 Laser Printer.
o You have an Atari hard disk drive assigned as Unit 7. (Hard

disks are set to Unit 0 at the factory.)

Setting the IIP Switches
Use the following steps to set the DIP switches on an SLMC804
Controller.

Warning: During the procedure, it is essential that your system's
environment be clean, dust-free, and dry. lt must not be wet, humid,
or extremely hol or cold.

1. Switch off all components in your computer system.

2. Disconnect the interface cables running trom the controller to
the prinler and from the controller to lhe computer.

3. Gently turn the conlroller over, boltom-side up. With a Phillips
screwdriver, unscrew and remove the four screws, one at each
corner, in the bottom panel ol the controller's housing.

4. Carelully lurn the controller right-side up again, making sure to
keep the bottom panel in place with your hands as you turn it
over. Rsmove the cover by lifting it straight up. Lay the cover
beside the controller.

Warnlng: While ils lop cover is off, keep all loreign obiects (such
as lools) outside the controller.
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Now that the controller's internal componenls are exposed, find
the small switch box at the front (outside of the motallic shield)
and iust left of center on the controllor's printed circuit board
(PCB). The DIP switches are hous€d in this small switch box. The
swltch box should be plainly visible.

Swllch Box

DIP Srritch

Addrsss Nunbers
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The switch box contains three tabs; these are lhe DIP switches. A
DIP swltch has two possible states: oll and on. All switches are
initially set to the OFF position. To turn a switch on, move lhe lab
to the ON position using the tip ol a ballpoint pen.

The numbers "4 21" are printed on the printed circuit board
(PCB) along one side ol the switch box. Each number is assigned
to a DIP switch. These numbers combine to det€rmine the
printer's address. Oisregard any numbers on the swilch box itselJ.
Th€ important numbers ate "4 21" as printed on the PCB.

The following table gives all possible DIP switch seltings and the
addrassEs returnsd. Add logether the assigned numbers ot
swltches in the OFF position for a given printer's address. The
controller's DIP swltches are all factory set to the OFF position
(Unit 7).

UNIT
ADDRESS SW4 SW2 SWl

0

1

2

3

4

5

6

7

ON

ON

ON

ON

OFF

OFF

OFF

OFF

ON

OFF

ON

OFF

ON

OFF

ON

OFF

ON

ON

OFF

OFF

ON

ON

OFF

OFF
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lf you have two laser printors, leave one as orlginally sel (Unit 7)
and address th€ other as Unlt 6 (move SWI to tho ON posltlon, and
l€ave SW2 and Si\iV4 OFF), tor 6xample. Actually, you can assign
any address to a laser printer, es long as yolr do not have another
DMA device (laser printer, hard disk) asslgn€d to thal address.

8. Replace the controller's top @v6r, and reconnecl the controller
to the computer and printer.

\ hrnlng: lf you p€rform any op€ratlon or modlllcation to the inside
of your SLMC804 Controller other than setting the DIP switches,
Atari @rporation reserves the right to disclaim warranty llablllty for
your SLMC804 Controller and SLM804 Laser Print6r, or for any other
adv€rsely alfected component in your system.
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APPEilDIX G
stMc8o{ GoilTRottER
GOM]UIAIIII SUMMARIY
The Atari SLMC804 Page Prlnter Controller tunctions as a translator
between the parallel DMA bus interface of the Atari ST Computer and
the serial video interface of the xerographic printer engine. The
SLMC804 is an intelligent controller, providing deviceindependent
command interpretation and control ol prinler @eralions.

Bus communicalion follows a defined host-initiated dialog sequence
consisting of a COMMAND PHASE, DATA OUT PHASE, and STATUS
PHASE. Data transfers are asynchronous and follow a Data Request/
Acknowledge handshake protocol, with one byte of data lransferred
during each handshake. Note that the controller contains a twcbyte
FIFO which is loaded prior to the transler of a new block o{ data.

The host can interrogale the controller lor a list of conJiguration
parameters which is received during an EXTENDED STATUS PHASE.
The host can also send the conlroller a parameter list during an
EXTENDED COMMAND PHASE.

Gommand lhfinitions
Commands are dispatched lo the page printer controller via a six-
byte Command Descriptor Block. Note that a delay is required
between consecutive Command Descriptor Blocks to allow time
for the controller to respond.
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Gommand lhscrlptor Block

Byte 0

Bytel ? " ?

Byto 2

Byte 3

Byto 4

Byte 5

o o o o o o o o @€rallon Lenglh

Oporatlon Modlliers

The Atarl Pag€ Printer lnt€rrace command set contains the lollo,\,-
ing print€r operations.

COITAiIO SI'TIARV TABLE

0xfii
0)Oa
OxlZ
o(5
oxla
Oxlb

Rgquest SorEe
Prlnt
lnqulry
Mode Salecl
Modo Sons6
Slop Prlnt

o
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0103 Bcquctt Scnm
Upon recslpt of thls command, the controller p€rlorms an imm€dl-
ate prinl€r status check and enters the STATUS PHASE to return
the current status.

8yte0ooo00011
I I I I REoUEST sENsE opcodoI I (orcs)

Controller Number

Bytel i " ?

Upon r€celot ot lhis command, the controllgr starts th6 printer and
enters the DATA OUT PHASE to rec€ive page images from the host.

Byr6 2

Byte 3

BYie 'l
Byte 5

0x0r ftlnt

Byte 2

Byte 3

Byte 4

Byte 5

Bytoo e o o

Bytel ? " ?

Devlce Numb€r

PRINT Wode (0x0a)
Controller Numb€r

D€vlca Number

o o o o o o o o Trangler Lenglh

Pr6serve FIFO
Generato Hsync

Page images consist of pure bit-mapped data.
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U12 hqulry
Upon rocoht of thl8 command, tho controller entor8 the EXrENDED
STATUS PHASE and retums lndentlrlcetlon data consisting of devic+

INOUIRY Opoode (0x12)

a
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sp€clllc lnformatlon.

Byt€ 0

Bytel ? " ?

Controller Numbor

Oevico Number

me2
Byt 3

Byte a

Bytc 5 1- - -
Th6 tollowlng ls roturned uslng the EXIENDED STATUS PHASE.
Noto that a null Status Byte ls roturned b€lore this operafon.

IOENT]FICATION UST

Byt 0 0 0 0 0 0 010 Dovlco Type (PRINIER)

8yt I
Byte 2

Byte 3

B!d. ,l

Byte 5

Byle n o o o o o o o o

oooooooo
oooooooo

Strim Lemth

ldentllication Strino
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0x15 lrlodc Sdsct
Upon recelpt of this command, the controller enters the EXTENDED
@MMAND PHASE and receives host-specilied parameter data.

ooo10101ll"
Bytel ? " ?

Byte 0
MODE SELECT Opcodo

(od5)
Controller Numb€r

Dovlca Numbel

Byte 2

Byi€ 3

Byle 4

Byte 5
Beset Delaull

Reler to the MODE SENSE command for a detailed description of
the Parameter List.

0rlr tode Scnrc
Upon receipt ot lhis command, the controller enters the
EXTENDED STATUS PHASE and returns absolute, delault, or
current parameter data.

Bvleoooo110l0' I I I I MooE sENSE opcode

I I (ox1a)
I I Conlroller Number

Bytel ? " ? Devlce Number

Byte 2

Byie 3

Byle 4

Byte 5

Llst Length

Relurn Absolute

51
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Tho ,ollovring is return€d using th6 EXTENDED STATUS PHASE.
Note that a Status Byte is returned before this operation.

PARAMETER LIST

Eyteooooooooo List Length

Block Heighl (MSB)
Block Height (LSB)

Block Wdth (MSB)
Block Width (LSB)

o
a
'o
O
o
o
O
a
o
o
a
a
o
a
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a
o
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o
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a

Top Margin (MSB)
Top Margin (LSB)

Byts l o o o o o o o o
Byte 2 o o o o o o o o

Byte 3 o o o o o o o o
Byts 4 o o o o o o o o

Byfe 5 o o o o o o o o
Byte6oooooooo
Byte 7 o o o o o o o o
Byto 8 o o o o o o o o

ooooll'--ooo

Byl€ 15 o o o o o o o o
Byte 10 o o o o o o o o

Byte 17 o o o o o o o o
Byfe 18 o o o o o o o o

Byle 19 o o o o o o o o
Byte2ooooooooo
Bfeaoooooooo
Byle2zoooooooo

Byte I

Byt6 10 o o o o o o o o
Byte 11 o o o o o o o o

Byte 12 o o o o o o o o
Byle 13 o o o o o o o o

Byte 14 o o o o o o o o

Lsft Margin (MSB)
Left Margin (LSB)

Manual Feed
lnpul Selsct
Auto Select
Prsre€d Papsr
Thick Plxels

Vertical Rosolution (MSB)
Vorlical Resolution (LSB)

Horizontal Rssolulion (MSB)
Horizontal Resolution (LSB)

Systom Timeout

Scan Tlme (MSB)
Scan Time (LSB)

Page Count (MSB)
Page Count (LSB)

lnput Capacity (MSB)
lnput Capacity (LSB)

Output Capacity (MSB)
Output Capaclly (MSB)
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Byt6 23 - -, ooooI lL

Byto n

StagEor Oulput
OuiBit Sbloct
Duplex Prlnt
Color Separatlon

Re8orwd

Orfi SD Pfit
Upon roceipt ot thls cornmand, tho controller termlnates a multi-
page print operation at the erd of ths curront pagg.

Blde 0 0 0 0 t I 0 1 1- | I I I sroP PflNT opcode

ff,lL", n,,,,0",

qd61 ? " ? Dovlce NurTDeI

Byte 2

Byte 3

Byte a

Ayte 5

This command is valld only after recolvlng a deflnlt€ or indeflnlte
multi-pago PRINT command.
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Status llefinitions
A Status Byte is returned follotding the successful or unsuccessful
execution ol a command on a s€lected device.

Byteo g o 9
Error Cod6
Device Number

The Status Byte will return the following error codes ln lo\,-tohigh
priorily.

$htus Summary Tatle
Ercode
0x00

0x02
0x03
0x04
0x05
0x06
0x07
0x08
0x09
0xoa
0x0b
0x0c
0x0d
0x06

0x10

0x12
0x15
0x1a

STATUS

No Error

Ornery Prlnter
Toner Empty
Warm Up
Paper Empty
Drum Empty
lnput Jam
Through Jam
Output Jam
Covsr Open
Fusor Mallunctlon
lmager Mallunction
Molor Maltunction
Vldeo Maltunction

System Timeort

lnvalld Operation Code
lnvalid Devlce Number
lnvalld Parameter Llst

Controller

Command
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Prlnter
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APPEI{IIIX D
SPEGIFIGATIOl{S
At d SLt8Ol Laser Pdnter
PrintingMethod Nonimpaclelectrophotographicsemiconductor

laser with scannlng beam

Write-white using dry ioner

Approximalely 2 mlnules

First Page: Approximately 22 seconds
Thereatter: Eight pages per minule

300 dots per inch

300 dols per inch

Standard xerographlc, envelop€s, labels, or
t ranspa rsnc ies

Arlomatic le€d with paper cassette, 250 sheets
maximum; manual lsed

Face dorvn, collatod sequence, 50 sheets
maximum

Size: 8.5 x 11 in. (216 x 279 mm)
Print Arsa: 2400 x 3180 dots
Size: 8.5 x 14 in. (216 x 356 mm)
Print Area: 2400 x 4080 dots
Size: 8.3 x 11.7 in. (210 x 297 mm)
Print Area: 2336 x 3386 dois
Size: 7.2 x 10.1 in. (182 x 257 mm)
Prinl Area: 2016 x 2914 dots

3,000 pagss

9,000 to 10,000 pages

3,5OO pages per month

Temperalure: 32 to 95 'F (0 to 35 'C)
Storage Llfs: 2.5 years

100/115V r loyo @ 60 Hz
22O|24OV x. 1Oo/o @ 50 Hz (international)

Developing Method

Warm-Up Time

Printing Speed

Horizonial Resolution

Vertical Besolutlon

Paper Type

Pap€r Fsed
Mechanism

Paper Exit

Paper Size:

L6tter

Legal

M

B5

Toner Cartridge Lile

Drum Lifo

Average Monthly
Print Volume

Drum Storage
Condilions

Power Supply
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Po,ver Consumption Prinllng: Approximately 700w
ldle: Approxlmately 400W

Arnbient Envlronmental Temperature: 50 to 90.5 'F (10 to 32.5 rc)
Condllions

Nois6 Le,rels

Dlmenslons

Weight

Alad SLllCSl!{ Gontmller
lntorlace Type Parallsl DMA to ssrial vkieo

DXA GrUr (Galrolil b GompuL0

Rslatlve Humldity: 20 to 8oo/o

Prlntlng: Approxlmately 55 dB
ldle: Approxlmalely 45 dB

wtdth: 20.4 ln. (517 mm)
D6pth: 12.2 ln. (310 mm)
Helghl: 16.2 ln. (4ll mm)

50.6 lb. (23 ks)

oaoaaoaaaa

13 - Ground
14 - Ackno.vlodga
15 - Grornd
16-41
17 - Ground
18 - Read/Wrlto
19 - Data Bsquest

1-Data0
2-Data1
3-Data2
4-Dala3
5-Data4
6-Data5
7-Deta6
8-Data7
9 - Chlp Selsct

'10 
- lntorrupt Requosl

1 l - Ground

12 - Bsset
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SalrlU5!o (Gonlru}l b ftlnbt)
1- + 12V

e-FEd
3-Sf
+-W
s-Vek
6 - CASI

z - !-ol
8 - CAS2

s-EEI
ro-FE
rr -i-e
re - F.l

rg - ntr[iN
rl - FES

15 - WUT
16 - +5V
17 - +5V

te roflr28ra16 r? le

aaaaaaaaaaaoaaaoaaa
aaaaaaaaaaaaaaaaoa

18 - Not Connected
19 - Not Connectsd
20 - -1at
21 - Frame Ground

a 2l 2 aa a 6 a 4 2, s3r taStaI$t7

22 - Signal Giound
23 - Slgnal Ground
24 - Slgnal Ground
25 - Signal Ground
26 - Slgnal Ground
27 - Signal Ground
28 - Slgnal Ground

29 - Signal Ground

30 - Slgnal Ground

31 - Not Connacled
32 - Not Connocted
33 - Not C.onnscted

s+-6ffi
35- +5V
36- +5V
37 - Not Connected

Note: All pinout diagrams are lrom the external port view'
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APPEI{DIX E

P0WER GoililEcTlol{ 11{

THE UI{ITED I$ilGDOM
ln the United Kingdom, the Atari Computer equipment operates on
.v 240V 50 Hz mains supply.

The wires in this mains lead are colored in accordance with the
following code:

Green/Yellow - Earth (E)
Blue - Noutral (N)
Brown - Live (L)

Green/Ye ow

Cord

lf the colors ol lhe wires in the mains lead of this appliance do not
correspond wilh the colored markings identifying the terminals in
your plug, proceed as lollows:

The wire colored GBEENIrELLOW must be connected to the
terminal in the plug marked by the letter E or by the salety earth
symbol + , or colored GREEN, or GREEN/YELLOW.

The wire colored BLUE must be connecled to the terminal marked
with the letter N or colored BLACK. The wire colored BROWN must be
connected to lhe terminal marked wilh the letter L or colored RED.

ll a 1&amp (8S1363) plug is used, a 3-amp luse must be fitted, or
il any other type of plug is used, a 3- or &amp fuse must be litted
either in the plug, adaptor, or on the distribution board.

Grip

a
o
a
a
a
a
a
o
a
a
a 59 ^JJ



o
a
a
a
a
a
a
o
o
o
a
o
o
a
o
o
o
a
o
a
a
a
o
a
o
o
a
o
a
o
a
a
a^JJ



o

a
o
a
o
o
a
a
a
o
o
a

o
a

o
a
a
a
o
o
O
a
a
O
o
a
a
a

ilDEX
A
Add Papsr lndicator, 21, 24
automatlc pap€r tsod, 17-21

c
caring lor the systom,27-40
cass€tte le6d roller, 18
Check Pap6r Path lndlcator, 24
cleaning

drum charger, 30, 31, 40
drum/paper separator, 34, /rc
fuser roller, 34-35, ,rc
pap€r charger, 30, 32-33, 40
pap€r path, 33, /rc
press roller, 35-36, 40

cleaning pad, l0
excesslve toner resldue, 1l
installlng, 10-l l
replaclng, 27,30, 40

control pan6l, 23-24
controller (SLMC804), 13

command summary, App. c
connactlng, 13-14
front pan6l, 25

D
density control, 23
DIP swltches, App. B
OMA/hard disk port, 14, App. B
DMA dovlce, addresslng rDre than one,

App. B
drum, 5

accessing,9-10
installlng,5-8
replaclng, 8, 36, 37-38, 40

drum axls, 7
drum charger, 30

cleanlng, 30, 31, 40
replaclng, 36, 38-39, 40

drum control, 8, 38
drum kll, 36
drum page countsr, 8-9, 36-37

rssstlng, 37, 40

drum/papor separator, 34
clsanlng,34,40

drum releese latch, 10

F
,user rollor, 34

clGanlng, 34-35, 40

H
hard dlsk port, 13, 14, App. B

I
lndlcators, cmtrol pan6l, 23-24

M Papel' 21,24
Check Paper Path, 24
Heady, 23
Rsplaca Toner, 24, 27
Wail, 24

indicators. controller, 25
Busy, 25
Power, 25

L
lotter/logal pap€r casssne, 18, 19,20, A
loading pap€r, 17-22

M
malntsnance, 27-40
maintenance checkllst, 40
manualle€d paper gulde, 11, 12

installlng, 11-12
manual paper ,eed, 21-22
metal papar gulde, 12

o
opening tho top covel

releasing the drum and tonsr
hopp€r,9-10

wilhout releasing the drum and tonor
hopper, 6
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pap€( 17

A4, 19
envelop€s, 17, ?1,22
lab€18, 17, 21
le96l, 19
letter, 19
loeding, 17-22
transparencles, 17

pap€r cassette, letler/legal, 18, 19, 20, 21
paper charger, 30

cleaning, 30, 32-33, 40
replaclng, 36, 39, 40

paper l6od
aulomatic, 17-21
fi'€inual, 21-22

paper ,am, 24
paper partitloner, t9, 20
paper peth, 24

cleanlng, 33, 40
power connection, 15

in tho Unlted Kingdom, App. E
povuer switch, 15
press rolbr, clsaning, 35-36, /10
prinler

soltlng up, 3-15
tran8porting, 39
lurning otl, t5
turnlng on, 15

printing on two sldes, 22

R
B€ady lndlcator, 23
rolsase lalch, drum, l0
,eleaslng the drum and toner hopp€r,

9-10
Feplecs Tonsr lndlcalot, 24, 27
reset bulton, drum page counter, 37
rosiduaFtoner conlainer, 29

disposlng of, 29
installing, 29
replaclng, 27, 29, 40

s
setting up the printer, 3-15
speciticalions, App. D
switchss, DlP, App. B
system care, 27-40

T
TEST.PBG, 25
test program, runnlng, 25
toner, 3

releaslng into hopper, 7, 28
replaclng,27-28

toner cartridge, 4
disposing ol, 27
installing,3-5
rsplaclng, 5, 24, 27 -29, 40

toner hopper, 4
accesslng, 9- t0
installing,5-7

toner kit, 27
transparsncles, 17
troubleshooting, App. A

w
walt indlcator, 24
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o GUSTOTIER SUPPORIT
a Alari Corporation welcomes questions about your Aari Computer

a products. Wrile to:

O Atari Corporalion
uuslomer HelalronsO P.O.8ox61657

a Sunnyvale, CA 94088

O ln the Uniled Kingdom, write to:

O Atari Corp. (UK) Lld.

^ customer Relationsa Po. Box 555

a Slough
ts{trksnlre. SL2 5BZ

a Please write the subiect of your letter on the outside ol the envelope.

Aari user groups are outstanding sources of information on how to
O get the most lrom your Atari Computer. To receive a lisl of Atari user

a groups in your area, send a sell-addressed, stamped onvelope lo:

Atari Corporation
User Group List

a PO. Box 61657

O Sunnwale, CA 94088

O ln the United Kingdom, write to:

o 0'glBf,Jt,fl 
*

a PO. Box 555a 3'"o'131,'"
o sL2 sBZ

o
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1.

ATABI@ SLTSOI* TASER PRITTER
utmcKtc lilsTnucfl0lts

After opening the outer carton, litt the foam accessories assembly
lrom the carton. S6t lhe assembly aside.

Remove the two loam endcaps trom the top of the printer. Reach
inlo the carton with both hands to get a good hold on the prinler.
Work your hands under the plaslic bag to grasp lhe printer's
underside; then carefully lilt the printer out ol the carton. Sel the
printer down.

Remove the plastic bag lrom the printer. Carelully check all sides
of the printer-f ront, right, left, top, aM back-for shipping tape.
Romove th6 tape. Set the printer near your computer on a lirm,
level surface.

Accossories ,€gaflSly

SLM8OI Las€r Prlnter

OJtor Carton



4. You novv need to open the printer's top cover. To open the top
cover, slip your lelt hand inside the opening at the lront ol the
printer; then gently pull up on the inside latch while pressing
lightly on the top cover with your right hand.

Drum Charger

Papor Charg€r

Metal Paper Guide

All packing materials musl be removed from inside the printer.
Check all areas inside the printer-especially the metal paper
guide, the drum charger, and the paper charger-for shipping
tape and foam packing.

5.

/I\.ATARI"
ATAR l..r.g!.!-rd t...lqni( .nd stt 80a t. r tr.d.mrt ot Aid Corpo.{too.
Copydeht @ lg7. Aryt CorDo..Uo6
Sumytd., ca ea6.

Prrnt d rnr.rwrn. C200000{A1
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Disk I, Diablo 630 Elmtlator ond Printet lttt lities.

Auto Folde? Contoins the Diablo Emulator DAI8630.pRG this
Provides on emulation of the Diablo 630
Doisywhee I ptlnter ond respects protocols
used by it. The emulator is configured using
SETUP630. PRG or SETUP630.ACC.

SEIUP630.PRG Initiolisotion program for the Diablo
E)nulatot. lt ol lows the user to select
defaul t fonts, styles etc.

SETUP630.Arc As above, but in desk cccessory f rom.

SETUP630.RSC Resource Flle for the Diablo 630
Conf I gurati on progroms.

il.ilriiif, LISTING.FNT Font f or use wi th Didblo Enulator.

TYPET0LS.FNT Font for use x,ith Dtobto Elnulator.

I _SrPRINT. DOT fhis ftle ts an instolled _lst Vtord printer
driver.

SLM804.HEX ?his is the configurot ton file from which
ISI_PRINT. DOI wos produced.

SDCMP. PRG Screen Dutnp toutine (colour and monochrome).
Once instol led it replcces the ALT-HELP
scteen dump wi th one the SLM804. Hitting the
ALT-HELP uill produce o high quolity scteen
dunp on the Ioser printer.

TEST.PRG Prints o test page on the SLMB, .



Disk 2, SLM804 Driver Softvare.
Auto Folder

ASSIGN. SYS

Conto ins GDOS. PRG ?elease 7.0

Setup file, defines devices and fonts to beused. The d,irectory defined in the path name
wi thin your ASSIGN.SyS fiae should contoinall of your fonts (screen, meta and ptinter)
os well os your d.evice drivers. Futler
de to i I s of the s t ructure of on ASSIGN. SyS
file is given fn the README.DOC file on this
Dfsk.

Furthet inf ormat i on
ASSTCN. SvS.

o the st ruc ture of

Atar i SLM804 Laser Dtl\)er.
Disk 3, SLM801 Font Disk 7 of 2, Typewr i ter/Dutch Fonts.

Font )

README.DOC

SLMSO4.SYS

ATTPlOLS.FNT
ATTRI OLS. FNT
ATTRI2LS.FNT
ATTRI SLS. FNT
ATTR24LS.FNT

(Typewr i te r
(Dutch Font )

Di sk 4 , SIt804 Font Di sk 2 of 2 , Sr.ri ss Fonts .

ATSSI OLS. FNT
ATSSI2LS.FNT
ATSSI SLS. FNT
ATSS24LS.FNT

(Swi ss Font )

N.B. Screen and Metafi Ie fonts are not included x,i th these disksonq ui I I be suppl ied with your oppl icotion. For furtherinformat ion on configuring specific opplicot ions for use ,,rith the
SLM804 pleose contact the publ ishers or dfstributors of your
software.
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5. On the external right side ot tho letter/legal cassetto, to,vard the
rear, there is a small sliding tab. Move it to the left for legal-Sia
papr; more it to the right for lettr-size pF.
The sliding tab is factory set to the right (letter-size paper).


