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t\,4it seinem 19" groBen Bildschirm ist der
ATARI TTNrI 194/195 der ldea e Arbeits-
platzmonitor fur jeden, der regelmaBig
am Bildschirm arbeitet.
Die Auflosung von 1280 x 960 Bildpunk-
ten und die Bildwiederholfrequenz von
Llber 70 Hz - das sind die idealen Be-
dingungen fur exaKe grafische Darstel
lungen, Arbeilen mil Desk Top Publish-
ng und CAD.
Das kompaKe, p aizsparende Design
wird durch die speziele Bidrohre, d e
mit einem Ablenkungswinkel von 114'

arbe tet, ermogl cht,
Sie sehen ales auf einen Blick - das
ganze Dokument, Notwendiges Ver-
schieben der lechnischen Darstellung
aufdem Bi dschirm wird som t erheblich
reduzierl. Sie haben den groBen Uber-
blick, selbst dann, wenn Sie lhre Darstel-
unqen vergrdBert auf den Bildschirm

aufrufen. Und Sie sehen die Schritten
und Grafiken so, wie Sie es von allen
Druckezeugnisse.r gewohnt sind
namlich schwarz auf papierweiBem Un-
lergrund.
Der l\,4onitor kann ohne Umscha tung an
Netzspannungen zwischen 90 bis 264
Volt angeschlossen werden.
Alle Bediene emenle befinden sich
leicht zuganglich an der Frontseite des
[./on tors.

ATARITTM lg4l195. Spitzentechnologie auf einen Blick:

Produkl: ATAR I TTN/ 194/'195

Bildriihre: 19" D agonale,
Phosphor Pl04 weiB, entspiegelt

Video-Eingang: ECL (single blt 100 k),
75 Ohm

Zeilenlroquenzr ca.72 kqz

Eildlrequenz: ca.72 Hz

Auildsunor 1280 x 960 B ldpunkte,
non- nter aced
Anzeigebereich ca.36 x 27 cm
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Bedienu[gselemBnle: E n/Aus, Hel]igkeit

Slromadnahmer 90 - 264 V < 100 W

Schtroflklu0: vorhanden

AhmessunCen lllr0xI):470 x 420x400 mm

Gewictli < 18 kg

JIt ATARI
...wir machen Spirzenrechnologie preiswert
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High Tech at a 0lance

Mwt:TTM 194n95

Cah\de-f,ay lube:19 ' diagonal. Phosphor
P104 white, coated
yide|lrput: ECL (single bit 100 k),75 Ohms

Line ftEwncy: about 72 kHz

flelrcsh fftqfrnq: about 72 Hz, non inter-
laced

fresototiqn:1280 x 960 pixels. rcpresen-
tation area about 36 cm x 27 cm

C,,fittols: On/Off , Brightness

Power Supplt: 90 - 264 V AC, < 100 W

Iill and Sritol: yes

lfiersurcs lh x w x d): 470 mm x 420 mm
x 4AA mm

lveighl: less than 18 ka

-reci,r .al changes .es€rveC Stalus: 8/91.
ATAFI Compule/ GmbH, Fra.kl!rl.rSlrasse 89-91, D-6096 Bau.he m
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ATAil TTM Ig4/Ig5

With its 19" sized screen the TTM 194/195
is the ideal monitortorthose who regul
arlywork at the screen.
The resalution of 1280 x 960 pixels and
the retresh lrcquency of 70 Hz provide
ideal cond itions for g raphical represen-
tations, working with DeskTop Publish-
ing and CAD.
The compacl, rcom-savng deslgn is
possible by a special cathoderay tube
with a deflection ot 114".

You see everything at one glance - the
whole document. Scrolling of the tech-
nical representation ts immensely re-
duced. You have the aveNiew even if
you bring your pictures enlarged to the
screen. And you see lefters and pictures
in the samewayasyou would when they
are printed: black on a paper-white
ground.
You may connect the monitor to electri-
cal outlets lrom 90 to 264 Volts without
switching.
All of the monitor's controls are easily
reached at the tront.
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Power without the Price
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